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SCALE
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GOOD FOR CONSTRUCTION

KEY PLAN

Dedicated 33kV

Feeders

Each ETG Cap. (Min.)

Total Foot-Prints

- 2 Nos.

- 3 MW (MW)

- 15  Nos.

Project Particulars:
Total AC Capacity - 45.60 MW   + 5%

- 91 MWp

Total AC Cap. - 70 MW

- 4 Nos.

Wind

Project Particulars: Solar

Total DC Cap.

Dedicated 33kV

Feeders

- 50 MWh

AC Cap. at 33kV Bus - 25 MW

- 3 Nos.

Project Particulars: BESS

DC Cap. at 33kV Bus

Dedicated 33kV

Feeders

NOTES:
1. THE WTG FOOTPRINTS AND CORRESPONDING ACCESS PATH,

ACQUIRED BY SECI ARE INDICATED IN THE LAYOUT. A TOTAL
17 NUMBERS OF WTG FOOT PRINTS ARE INDICATED. THE
BIDDER SHALL BE RESPONSIBLE FOR SELECTING THE MOST
SUITABLE WTG FOOTPRINTS FROM THE IDENTIFIED
LOCATIONS CONSIDERING FACTORS SUCH AS OPTIMUM
POWER GENERATION, MINIMUM WAKE WAKE LOSS, LAYOUT
OPTIMIZATION & OTHER TECHNICAL FACTORS. HOWEVER,
ANY INCASE OF ANY ADDITIONAL ROW ACCESS, IF REQUIRED
APART FROM THE ACQUIRED ACCESS PATH SHALL BE IN THE
SCOPE OF THE CONTRACTOR (PLEASE REFER SL. NO. 3 OF
THE AMENDMENT_1).

2. DEVELOPMENT OF THE STORAGE FACILITY SHALL BE IN THE
SCOPE OF THE CONTRACTOR, INCLUDING REQUIRED CIVIL
WORKS, STORAGE SHEDS, FLOORING, DRAINAGE, FENCING
AND OTHER ASSOCIATED FACILITIES. PLEASE REFER SL. NO.
2 OF THE AMENDMENT_1.

3. A TENTATIVE APPROACH ROAD ALIGNMENT IS INDICATED
FOR REFERENCE. THE PROJECT AREA IS SURROUNDED BY
MULTIPLE WTG DEVELOPERS, INCLUDING THEIR RESPECTIVE
WTG FOOTPRINTS AND EXISTING 33 KV OVERHEAD
EVACUATION SYSTEMS. THE BIDDER SHALL CARRY OUT A
DETAILED SITE SURVEY AND ASSESSMENT TO FINALIZE THE
APPROACH ROAD ALIGNMENT, CONSIDERING ALL EXISTING
INSTALLATIONS, RIGHT-OF-WAY CONSTRAINTS, AND
STATUTORY REQUIREMENTS.

4. THE COMPLETE RESPONSIBILITY DETAILED ENGINEERING,
DESIGN, STATUTORY APPROVALS/ PERMISSION/
CLEARANCES REQUIRED AND CONSTRUCTION OF THE
ADDITIONAL APPROACH ROAD SHALL BE ENTIRELY WITHIN
THE SCOPE OF THE BIDDER.

5. THE UNIT SUB-STATION FOR EACH WTG SHALL BE LOCATED
WITHIN THE LAND PARCEL ALLOCATED FOR THE RESPECTIVE
WTG. THE EXACT LOCATION SHALL BE FINALIZED BY THE
BIDDER DURING DETAILED ENGINEERING, SUBJECT TO SITE
CONDITIONS AND APPROVALS.

6. THE BIDDER MAY USE EITHER UNDERGROUND CABLES OR
SUITABLY RATED OVERHEAD LINES (ON POLES) FOR
CONNECTION OF THE LOCAL SWITCHGEAR TO THE 33 KV
MAIN POOLING SWITCHGEAR.

7. IN CASE OVERHEAD LINES ARE ADOPTED, SUITABLE
INTERFACING EQUIPMENT SUCH AS ISOLATORS, LIGHTNING
ARRESTERS (LA), AND OTHER REQUIRED PROTECTION
DEVICES SHALL BE PROVIDED AT APPROVED LOCATIONS.
THE TYPE, RATING, AND LOCATION OF SUCH EQUIPMENT
SHALL BE FINALIZED DURING DETAILED ENGINEERING AND
SUBJECT TO APPROVAL.

8. THE EVACUATION POINT FOR THE CONTRACTOR SHALL BE
THE DEDICATED FEEDERS OF THE 33 KV POOLING
SWITCHGEAR. THE 33 KV POOLING SWITCHGEAR SHALL BE
LOCATED ANYWHERE WITHIN THE "Boundary Marking for the
"Solar + BESS Package"", AS INDICATED IN THE LEGENDS,
HOWEVER LOCATION OF THE SAME WILL BE IN A CLOSE
PROXIMITY TO THE "Location of the Existing 300MW Pooling
Sub-Station. Note: Location of the 220kV Bay + Power Transformer".

9. EVACUATION FROM THE 33 KV POOLING SWITCHGEAR UP TO
THE POINT OF INTERCONNECTION (POI) SHALL BE IN THE
SCOPE OF THE SOLAR + BESS CONTRACTOR.

10. ANY MODIFICATION AND/OR ENABLING WORKS REQUIRED
FOR ERECTION, INSTALLATION, TESTING, AND
COMMISSIONING — INCLUDING BUT NOT LIMITED TO ROAD
CONSTRUCTION, STRENGTHENING, WIDENING, DEMOLITION &
RECONSTRUCTION OF BOUNDARY FENCING OF THE EXISTING
300MW SOLAR PROJECT (WITH MUTUAL AGREEMENT), SITE
CLEARING, AND RELOCATION OF ANY OTHER OBSTRUCTIONS
— SHALL BE ENTIRELY WITHIN THE SCOPE OF THE BIDDER.

EP

EP

EP

11M TOWER SHADOW

11M TOWER SHADOW

11M TOWER SHADOW

DETAILS PROVIDED IN LAYOUT IS INDICATIVE ONLY.
BIDDER TO REFER TECHNICAL SPECIFICATION FOR
DETAILS.

50 MW ISTS-Connected RE Hybrid
Project at Ramagiri, Andhra Pradesh
Package-2: 45.6MW (AC) Wind Power
Project

-------

SA-B (Revised): Tentative Land Layout
(With Micrositing & Other Details)

SA-B (REVISED): TENTATIVE LAND LAYOUT
(WITH MICROSITING & OTHER DETAILS)

SA-B (Revised): Tentative Land Layout (With Micrositing
& Other Details) supersedes and replaces the earlier
“SA-B: Land Layout (With Micrositing & Other Details)”
provided at Page No. 125 of “Technical_package-2”,
uploaded on 16.07.2026. Accordingly, the revised SA-B
shall be referred to as the “SA-B (Revised): Tentative
Land Layout (With Micrositing & Other Details)” wherever
referenced in the Tender Document.
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AutoCAD SHX Text
LEGENDS

AutoCAD SHX Text
SYMBOL

AutoCAD SHX Text
Boundary Marking of Existing 300MW Solar PV Plant.

AutoCAD SHX Text
Boundary Marking of WTG Footprints & Corrosponding Access Path (Acquired by SECI)

AutoCAD SHX Text
Boundary Marking for the "Solar + BESS Package"

AutoCAD SHX Text
Tentative Location of the Existing Approach Road

AutoCAD SHX Text
Location of the Existing 300MW Pooling Sub-Station  Note: Location of the 220kV Bay + Power Transformer

AutoCAD SHX Text
Location of the Existing Over Head Transmission Line
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